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the roof, a combustion air inlet, a
hearth extension, and means to se-
curely attach the fireplace or the fire-
place stove to the manufactured home
structure. The installation shall con-
form to the following paragraphs (g)(1)
(i) to (vii) inclusive:

(i) A listed factory-built chimney de-
signed to be attached directly to the
fireplace or fireplace stove shall be
used. The listed factory built chimney
shall be equipped with and contain as
part of its listing a termination de-
vice(s) and a spark arrester(s).

(ii) A fireplace or fireplace stove, air
intake assembly, hearth extension and
the chimney shall be installed in ac-
cordance with the terms of their list-
ings and their manufacturer’s instruc-
tions.

(iii) The combustion air inlet shall
conduct the air directly into the fire
chamber and shall be designed to pre-
vent material from the hearth dropping
onto the area beneath the manufac-
tured home.

(iv) The fireplace or fireplace stove
shall not be installed in a sleeping
room.

(v) Hearth extension shall be of non-
combustible material not less than %s-
inch thick. The hearth shall extend at
least 16 inches in front or and at least
8 inches beyond each side of the fire-
place or fireplace stove opening. Fur-
thermore the hearth shall extend over
the entire surface beneath a fireplace
stove and beneath an elevated or over-
hanging fireplace.

(vi) The label on each solid fuel-burn-
ing fireplace and solid fuel-burning
fireplace stove shall include the fol-
lowing wording: For use with solid fuel
only.

(vii) The chimney shall extend at
least three feet above the part of the
roof through which it passes and at
least two feet above the highest ele-
vation of any part of the manufactured
home within 10 feet of the chimney.
Portions of the chimney and termi-
nation that exceed an elevation of 13%
ft. above ground level may be designed
to be removed for transporting the
manufactured home.

(h) A corrosion resistant water drip
collection and drain pan must be in-
stalled under each water heater that
will allow water leaking from the
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water heater to drain to the exterior of
the manufactured home, or to a drain.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 44 FR
66195, Nov. 19, 1979; 58 FR 55018, Oct. 25, 1993;
70 FR 72050, Nov. 30, 2005]

§3280.710 Venting, ventilation and
combustion air.

(a) The venting as required by
§3280.707(b) shall be accomplished by
one or more of the methods given in
(a)(1) and (2) of this section:

(1) An integral vent system listed or
certified as part of the appliance.

(2) A venting system consisting en-
tirely of listed components, including
roof jack, installed in accordance with
the terms of the appliance listing and
the appliance manufacturer’s instruc-
tions.

(b) Venting and combustion air sys-
tems shall be installed in accordance
with the following:

(1) Components shall be securely as-
sembled and properly aligned at the
factory in accordance with the appli-
ance manufacturer’s instructions ex-
cept vertical or horizontal sections of a
fuel fired heating appliance venting
system that extend beyond the roof
line or outside the wall line may be in-
stalled at the site. Sectional venting
systems shall be listed for such appli-
cations and installed in accordance
with the terms of their listings and
manufacturers’ instructions. In cases
where sections of the venting system
are removed for transportation, a label
shall be permanently attached to the
appliance indicating the following:

Sections of the venting system have not
been installed. Warning-do not operate the
appliance until all sections have been assem-
bled and installed in accordance with the
manufacturer’s instructions.

(2) Draft hood connectors shall be
firmly attached to draft hood outlets
or flue collars by sheet metal screws or
by equivalent effective mechanical fas-
teners.

(3) BEvery joint of a vent, vent con-
nector, exhaust duct and combustion
air intake shall be secure and in align-
ment.

(c) Venting systems shall not termi-
nate underneath a manufactured home.

(d) Venting system terminations
shall be not less than three feet from
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§3280.711
any motor-driven air intake dis-
charging into habitable areas.

(e) The area in which cooking appli-
ances are located shall be ventilated by
a metal duct which may be single wall,
not less than 12.5 square inches in
cross-sectional area (minimum dimen-
sion shall be two inches) located above
the appliance(s) and terminating out-
side the manufactured home, or by list-
ed mechanical ventilating equipment
discharging outside the home, that is
installed in accordance with the terms
of listing and the manufacturer’s in-
structions. Gravity or mechanical ven-
tilation shall be installed within a hor-
izontal distance of not more than ten
feet from the vertical front of the ap-
pliance(s).

(f) Mechanical ventilation which ex-
hausts directly to the outside atmos-
phere from the living space of a home
shall be equipped with an automatic or
manual damper. Operating controls
shall be provided such that mechanical
ventilation can be separately operated
without directly energizing other en-
ergy consuming devices.

[49 FR 32012, Aug. 9, 1984, as amended at 58
FR 55018, Oct. 25, 1993]

§3280.711 Instructions.

Operating instructions shall be pro-
vided with each appliance. These in-
structions shall include directions and
information covering the proper use
and efficient operation of the appliance
and its proper maintenance.

§3280.712 Marking.

(a) Information on clearances, input
rating, lighting and shutdown shall be
attached to the appliances with the
same permanence as the nameplate,
and so located that it is easily readable
when the appliance is properly in-
stalled or shutdown for transporting of
manufactured home.

(b) Each fuel-burning appliance shall
bear permanent marking designating
the type(s) of fuel for which it is listed.

§3280.713 Accessibility.

Every appliance shall be accessible
for inspection, service, repair, and re-
placement without removing perma-
nent construction. For those purposes,
inlet piping supplying the appliance
shall not be considered permanent con-

24 CFR Ch. XX (4-1-10 Edition)

struction. Sufficient room shall be
available to enable the operator to ob-
serve the burner, control, and ignition
means while starting the appliance.

[568 FR 55018, Oct. 25, 1993]

§3280.714 Appliances, cooling.

(a) Every air conditioning unit or a
combination air conditioning and heat-
ing unit shall be listed or certified by a
nationally recognized testing agency
for the application for which the unit
is intended and installed in accordance
with the terms of its listing.

(1) Mechanical air conditioners shall
be rated in accordance with the ARI
Standard 210/240-89 Unitary Air Condi-
tioning and Air Source Unitary Heat
Pump Equipment and certified by ARI
or other nationally recognized testing
agency capable of providing follow-up
service.

(i) Electric motor-driven unitary
cooling systems with rated capacity
less than 65,000 BTU/Hr when rated at
ARI Standard rating conditions in ARI
Standard 210/240-89 Unitary Air-Condi-
tioning and Air-Source Heat Pump
Equipment, shall show energy effi-
ciency (EER) values not less than 7.2.

(ii) Heat pumps shall be certified to
comply with all the requirements of
the ARI Standard 210/240-89 Unitary
Air Conditioning and Air Source Uni-
tary Heat Pump Equipment. Electric
motor-driven vapor compression heat
pumps with supplemental electrical re-
sistance heat shall be sized to provide
by compression at least 60 percent of
the calculated annual heating require-
ments for the manufactured home
being served. A control shall be pro-
vided and set to prevent operation of
supplemental electrical resistance heat
at outdoor temperatures above 40 F,
except for defrost operation.

(iii) Electric motor-driven vapor
compression heat pumps with supple-
mental electric resistance heat con-
forming to ARI Standard 210/240-89 Uni-
tary Air-Conditioning and Air-Source
Heat Pump Equipment shall show coef-
ficient of performance ratios not less
than shown below:
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